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Always be the Flagship of China's Marine Equipment Suppliers
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Firmly Be the Pioneer of Ancillary Modulization and Systematic Integration for Ocean Engineering Equipment in China.

WUHAN MARINE MACHINERY PLANT CO,, LTD.

ot - FEREE RS IR EREIS Address: No.9, Wudong Street, Qingshan District, Wuhan, Hubei, China
REIRSREEES - 027-68867018 Complete-Set Equipment Business Department: 027-68867018
ARREF-REEER - 027-68867127 Marine Product Business Department: 027-68867127
ISETEEREEES - 027-68867416/7417 Offshore Equipment Business Department: 027-68867416/7417
R EER « 027-68867334 Marketing Department of Cargo Pumping System: 027-68867334
EFREEED : 027-68867086/7087 International Business Department: 027-68867086/7087

RS 1 027-68867389/68867623 Technical Backup: 027-68867389/68867623

{&H : 027-68867461 Fax: 027-68867461 Post Code: 430084

HR4R : 430084 E-mail: whc@wmmp.com.cn

FEFHBAE : whgg@wmmp.com.cn Website: http://www.wmmp.com.cn
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WUHAN MARINE MACHINERY PLANT CO.,LTD.
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Introduction
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Wuhan Marine Machinery Plant CO., LTD (WMMP) is the most professional supplier of steering gear in China. which
has rich experience of equipping steering gears for more than thirty years. and has acquired the design and
manufacture technology of all type steering gear (such as Rapson Sidle Type, Rotary Vane Type and Linked Cylinder
Type), which aslo designed and manufactured large intellectualized test stand for Steering Gear.

WMMP WZY series rotary vane steering gears are based on the deal of standardization, modularizationand and
serialization, All products have the benefits of high integration, smooth operation, low noise, easy installation,
instruction and maintenance, etc. Now the WZY type rotary vane steering gears are widely used in carrier, working
ship, ocean platform, etc.

Now WMMP has a variety of steering gear to meet the demands of all type and size ships. It's one of the minority
companies which can produce both "Rapson Sidle Type" steering gear and rotary vane type steering gear.

Steering Gear System
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Steering Gears Type Series
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W ZY 1300—3/35 A

=E_NR

Second generation product

RERmE+35°
Rudder Angle

HR#093

The Number of Vane

BAT/EESDTARIEEYI1300kNm
Torque at Max. Working Pressure
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Rotary Vane Steering Gear

WMMP
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Particulars & Dimensions
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TYPE Max. working Torque at max. Rudder turning Rule dia. in way of Approx dimensions
pressure working pressure angle rudder head A B H h
WZY63-3/35+ 8 63 +35 170 740 600 425 85
WZY63-2/45+ 8 63 +45 220 885 765 510 110
WZY90-3/35* 8 90 +35 220 885 765 510 110
WZY90-2/45* 8 90 +45 240 950 770 540 120
WZY130-3/35+ 8 130 +35 240 950 770 540 120
WZY130-2/45+ 8 130 145 240 1110 870 575 130
WZY160-3/35+ 6.6 160 +35 240 1110 870 575 130
WZY160-2/45+ 8 160 +45 240 1110 870 665 130
WZY250-3/35+ 8 250 +35 260 1180 900 665 135
WZY250-2/45+ 8 250 +45 300 1220 940 665 145
WZY320-3/35+ 8 320 +35 300 1220 940 665 145
WZY320-2/45+ 8 320 +45 360 1430 | 1110 680 150
WZY450-3/35+ 8 450 +35 360 1430 | 1110 680 150
WZY450-2/45+ 8 450 +45 400 1560 | 1225 770 150
WZY630-3/35+ 8 630 +35 400 1560 | 1225 770 150
WZY630-2/45+ 8 630 +45 440 1660 | 1340 830 160
WZY750-3/35+ 6.7 750 +35 440 1660 | 1340 830 160
WZY750-2/45+ 8 750 +45 480 1890 | 1470 935 180
WZY900-3/35+ 8 900 +35 440 1660 | 1340 830 160
WZY900-2/45+ 8 900 +45 500 1960 | 1540 995 200
WZY1100-3/35% 8 1100 +35 480 1890 | 1470 935 180
WZY1100-2/65% 8 1100 +65 480 1680 | 1420 | 1270 175
WZY1300-3/35% 8 1300 +35 500 1960 | 1540 995 200
WZY1300-2/45+ 8 1300 +45 560 2060 | 1650 | 1290 210
WZY1600-3/35* 8 1600 +35 530 2000 | 1580 | 1180 200
WZY1600-2/45* 8 1600 +45 575 2150 | 1720 | 1350 210
WZY2000-3/35* 8 2000 +35 560 2060 | 1650 | 1290 210
WZY2000-2/45+ 8 2000 +45 585 2280 | 1800 | 1450 220
T ILURERARR , R4t RS,
Note: Other types of products except above can be provided according to customer’s requirements.
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WZY@% IHA ﬁ ﬁ"ﬁ 1;” #%: },5,': /. The major features of WZY series Rotary Vane SG

FIIRECERR

TREIRE HYD.NUT .
Selectable Unit:
i #IE BEARING
i COVER u Hydraulic Nut
#FROTOR =
#B1K HOUSING u
Stuffing Box
EE{2 - RUDDER CARRIER u Storage Tank
u
HEE FOUNDATION
- Hilgt Sypt¢m
#EFF RUDDER STOCK
Rudder Angle Indicator System

1R RS MReF | AL RITSAErSE <0.5°/min ; 1.Rudder actuator has superior tightpggge0se84mitid Rudder
2 SFSIIAEREAEER , SATNA+70° 2.Easy to reach the large rudder angle requirement,up to £70°;

= N N . . 3.Steering smoothly and no hydraulic shock,with position accuracy;
3z 3 =3 =

SIEHFR. 36\,,{21'&,1115  MEABER " 4.Built in ruder carrier, so it can reduce the cost of rudder unit;

A BEREAADERRE EAEE | PREARARRER A 5.High integration, easy installation, instruction and maintenance;

SEMWEES , 5T%%E , EFRESHP 6.Suitable for all types and sizes of ship.

CERFEES  IRETEEMANRERTES.

REA it e 2x3000kNmAEFEHNGZE/IREE
Load Test of Rotary Vane Steering Gear Complex Test Bed for large Steering Gear

#REHR Alarm panel TRESIREIEFE Hyd.lock box JEEhEE Starter
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ﬁ‘i’: *}l ﬁ ﬂti’ﬁ ﬂ% Steering Gear Section Card

fi) fif 2
Shipyard Ship Type
fifi A< fifi 5
Owner Hull No.
it Hofib
Classification Society Other rules
fe s KA
The max.design torque of the rudder: kNm
FEN LR K T AR AR
The max. torque of the SG: kNm
fie £k . . .
. oHLfE (single rudder) oX{E (double ) oLt (other):
Rudder quantity
ER
) 0AC440V-60HZ-3®0 oAC380V -50HZ-3® 0AC690V-60HZ -3
Main Power Source
— B ARl AR R e
Rudder turning speed by one | 065deg/28s ot (other):
power unit
b
ALl . O+35° o+45° o+65° oY (other):
Rudder turning angle
Fe LRI )7

Connection method between | oL K%+ (keyless-hyd) o584 (Locking assembly)
rudder and rotor

oy B RE (Hydraulic Nut) — of &4 (Storage Tank)

/KRR (Stuffing Box) oHZIE (Pilot System)

A e AL .
AR nMﬁ.F offt fifi 7~ 4% (Rudder Angle Indicator System)
Selectable Unit
ofe A S5 #EH (Rudder Stock and Rudder)
ofl’e Cother):
R N2 44/Sign: L 15/ Tel: H f#fi/Date:

$i R 3 FF/Technical servive: Tel: 027-68867383 Fax: 027-68867461 E-mail: whej@wmmp.com.cn

ERIIRSS IR Before-sale service phone: 027-68867328/68867029 EaifRSHF4E Before-sale service email: marine@wmmp.com.cn

EEIRSHE After-sales service: 400-1111461 {#{& Guarantee claim: afterservice-bx@wmmp.com.cn
il Commission test: afterservice-ts@wmmp.com.cn M Inquiry: afterservice-xj@wmmp.com.cn
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